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Technical SpecificationTH-1040-CTS
TH-1040-CTL

General Features

Maximum Load:      Maximum Pole Capacity:
25kg (55lbs) per mount      50kg (110lbs) using TH-1040-CT-B2B configuration.

Mounting Compatibility:
Supports VESA mounting hole configurations:

100mm x 100mm 
200mm x 100mm
200mm x 200mm

Pole Length:
Product Code                              Adjustable Range
TH-1040-CTS        Short              400-900mm (15.75" - 35.43")
TH-1040-CTL        Long               900-1800mm (35.43" - 70.87")            

Range of display adjustment:    Warranty:  10 years limited
+/-20 pan and tilt
360° rotation around the pole
360° portrait to landscape rotation

Internal Cable Management:    Finish:
Max. plug width 34mm (1.34")     Textured Black Powder Coat

Ceiling Tilt Short Mount / Ceiling Tilt Long Mount
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Dimension

Ceiling Plate

Tube diameter
inside = Ø50mm (1.99")
outside = Ø55mm (2.17")

75mm x 75mm 

Primary Height Adjustment

TH-1040-CTS:
400-900mm (15.75" - 35.43")

TH-1040-CTL:
900-1800mm (35.43" - 70.87")

Secondary Height Adjustment

TH-1040-CTS: 315mm (12.40")

TH-1040-CTL: 765mm (30.12")

TH-1040-CTS:
up to 454mm (17.87")

TH-1040-CTL:
up to 904mm (35.59")


