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S p e c i f i c a t i o n s
CoRdLess CommunICaTIons
BLUETooTh WIrELESS TEChnoLoGy Protocol: Bluetooth 2.0 Certified Class 2
 radio Frequency: 2.4 Ghz
 radio range (open Air): 30.0 m / 98.4 ft

deCodInG CaPaBILITy
1D / LInEAr CoDES Autodiscriminates all standard 1D codes including GS1 DataBar™ 

linear codes
PoSTAL CoDES China Post
STACKED CoDES GS1 DataBar Expanded Stacked; GS1 DataBar Stacked; GS1 DataBar 

Stacked omnidirectional

eLeCTRICaL
BATTEry Battery Type: Lithium-Ion, 2100 mAh
 Charge Time: 4 hours
 reads per Charge: 33,000
CrADLE InDICATor LEDS Battery Charging (red); Charge Completed (Green); Power/Data 

(yellow)
CUrrEnT Charging (Typical): < 8 W; operating (Typical): < 2.5 W @ 5 VDC; 

Standby/Idle (Typical): < 2.5 mA @ 5 VDC
InPUT VoLTAGE 4.5 - 14.0 VDC

envIRonmenTaL
AMBIEnT LIGhT 0 - 100,000 lux
DroP rESISTAnCE Withstands repeated drops from 1.8 m / 5.9 ft onto a concrete 

surface
ESD ProTECTIon (AIr DISChArGE) 16 kV
hUMIDITy (non-ConDEnSInG) 5 - 90%
PArTICULATE AnD WATEr SEALInG IP52
TEMPErATUrE operating: 0 to 50 °C / 32 to 122 °F
 Storage/Transport: -20 to 70 °C / -4 to 158 °F

InTeRFaCes  rS-232 / IBM 46XX / USB Multi-Interface;
rS-232 / USB / Keyboard Wedge / Wand Multi-Interface

PHysICaL CHaRaCTeRIsTICs
CoLorS AVAILABLE Black; White
DIMEnSIonS Cradle: 18.6 x 9.9 x 5.6 cm / 7.25 x 3.9 x 2.2 in
 reader: 18.1 x 7.1 x 10.0 cm / 7.1 x 2.8 x 3.9 in
WEIGhT Cradle: 246 g / 8.68 oz; reader: 225 g / 7.94 oz

ReadInG PeRFoRmanCe
LIGhT SoUrCE Illumination: LED Array 630 - 670 nm
PrInT ConTrAST rATIo (MInIMUM) 15%
rEAD rATE (MAXIMUM) 325 reads/sec.
rEADInG AnGLE Pitch: +/- 65°; roll (Tilt): +/- 35°; Skew (yaw): +/- 65°
rEADInG InDICATorS Beeper (Adjustable Tone and Volume); Datalogic ‘Green Spot’ Good 

read Feedback; Good read LED
rESoLUTIon (MAXIMUM) 0.076 mm / 3 mils

ReadInG RanGes 
TyPICAL DEPTh oF FIELD Minimum distance determined by symbol length and scan angle.
 Printing resolution, contrast, and ambient light dependent.
 5 mils: 6.0 to 18.0 cm / 2.3 to 7.0 in
 7.5 mils: 3.5 to 30.0 cm / 1.4 to 11.7 in
 10 mils: 2.0 to 45.0 cm / 0.8 to 17.7 in
 13 mils: 3.0 to 60.0 cm / 1.2 to 23.4 in
 20 mils: 3.0 to 80.0 cm / 1.2 to 31.2 in

saFeTy & ReGuLaToRy
AGEnCy APProVALS The product meets necessary safety and regulatory approvals for its 

intended use.
 The Quick reference Guide for this product can be referred to for a 

complete list of certifications.
EnVIronMEnTAL CoMPLIAnCE Complies to China rohS; Complies to EU rohS
LED CLASSIFICATIon IEC 60825-1 Class 1 LED Product

uTILITIes
DATALoGIC ALADDIn™ Datalogic Aladdin configuration program is available for download 

at no charge
oPoS / JAVAPoS oPoS Utilities are available for download at no charge
rEMoTE hoST DoWnLoAD Lowers service costs and improves operations: BC4010

WaRRanTy  3-year Factory Warranty

A c c e s s o r i e s

Base Stations/Chargers
• BC4010-BK-BT  Base/Charger, PoS Multi-

Interface, Black
• BC4010-Wh-BT  Base/Charger, PoS Multi-

Interface, White
• BC4030-BK-BT  Base/Charger, Standard 

Multi-Interface, Black
• BC4030-Wh-BT  Base/Charger, Standard 

Multi-Interface, White
• Chr-GM40  Charging only Base Station

Batteries/Battery Chargers  
• rBP-GM40  removable Battery Pack

Mounts/Stands
• 11-0360  Multi-Purpose Stand/Mount, Black
• 11-0362  Multi-Purpose Stand/Mount, Grey
• hLD-G040-BK  Desk/Wall holder, G040, Black
• hLD-G040-Wh  Desk/Wall holder, G040, 

White
• STD-AUTo-G040-BK  Smart Stand, G040, 

Black
• STD-AUTo-G040-Wh  Smart Stand, G040, 

White
• STD-G040-BK  Basic Stand, G040, Dark
• STD-G040-Wh  Basic Stand, G040, White
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